 SEQ CHAPTER \h \r 1Publication–National Ocean Service–U.S. Coast Pilot 2, Atlantic Coast:  Cape Cod, MA to Sandy Hook, NJ, 2004 (33rd) Edition.  Change No. 17.

Coast Pilot 2 33rd 2004
Corrections

Page 218-Paragraph 63, lines 5-7; read:

depths ranging from 19 to 62 feet, is at the head of Great Harbor. Shoals covered 5 to 9 feet are northwest of the anchoarge. Good anchorage in depths of 29 to 36 ...


(BP 181247)

Page 218-Paragraph 64, lines 6-7; read:

Ledge and covered 5 feet, is marked by a lighted buoy 120 yards eastward of the rock. Nonamesset Shoal, covered 10 ...


(BP 181247)


Page 218-Paragraph 65, lines 5-7; read:

Middle Ledge, which ...


(BP 181247)

Page 218-Paragraph 66: Delete.


(BP 181247)

Page 219-Paragraph 75, lines 5-8; read:

wharf on the west shore. In 2001, the controlling depth was 16 feet for a width of 150 feet in the channel with 15 feet available in the basin. The east side of the harbor is used as a mooring area for local craft. A depth of 15 feet is available in ...


(BP 181247; H 11077)

