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Coast Pilot 6 34th Ed 2004
Corrections

Page 193-Paragraph 101, read:

     In April 2004, the controlling depths were 23.3 feet in the approach and in the channel through the outer harbor to the mouth of the river, thence 20.0 feet in the river channel to the head of the federal project at Seneca Street. The outer harbor W of the entrance channel had depths of 11 to 16 feet (except for lesser depths in an area near the S end of the W breakwater.) The outer harbor E of the entrance channel had depths of 17 to 21 feet (except for lesser depths along the SE edge.) The channel leading SW to the turning basin had a depth of 16.1 feet, thence 15 to 20 feet in the basin.


(CL 938/04; BP 183817)

Page 195-Paragraph 103, line 1; read:

     A 7-foot spot depth is off the E face of the Port ...


(NOS 14813)

Page 198-Paragraph 139, lines 6-7; read:

by lighted buoys and a light. In October 2003-May 2004, the dredged channel had a controlling depth of 6.8 feet.


(CL 946/04; BP 183819; BP 182156)

Page 198-Paragraph 151, read:

     In April-June 2004, the controlling depths in the dredged channel were 2.0 feet in the entrance and between the breakwaters to the boat launch ramp access channel, with 5.6 feet in the access channel, thence 6.8 feet to deep water in the bay.


(CL 1100/04; BP 184017)

Page 198-Paragraph 152, lines 3-5; read:

a swing span with a clearance of 8 feet. The bridge is placed in the closed-to-navigation position from December 1st to April 1st. State Route 104 highway bridge ...


(NOS 14804)

Page 200-Paragraph 159, read:

     In March-June 2004, the controlling depths were 17.3 feet in the entrance and between the piers to the lower turning basin with 17.4 feet in the west half of the basin and shoaling to 6.4 feet in the east half. The channel under the swing bridge had depths of 10.9 feet under the E draw and 14.3 feet under the W draw, thence 14.2 feet (17.9 feet at midchannel) to the Rochester Portland Cement Company on the W side of the river, 2.9 miles above the river entrance (except for shoaling to 10.0 feet in the right outside quarter of the channel near the N edge of the upper turning basin), thence 11.1 feet to the head of the project. The upper turning basin has depths of 1 to 3 feet and is no longer maintained.


(CL 1099/04; BPs 184015-16; BPs 183502-03)

Page 254-Paragraph 413, lines 8-15; read:

just inside the mouth of the river.

     In March-April 2004, the controlling depths were 9.3 feet in the left half and 6.5 feet in the right half of the entrance channel to the anchorage basin, with 3 to 6 feet in the basin, thence 3.9 feet to the Norfolk-Southern Railway bridge, thence 3.2 feet to the turning basin, with 3 to 6 feet in the basin.


(CL 945/04; BP 183818)

Page 256-Paragraph 452, read:

     In April 2004, the controlling depths were 4.5 feet in the W approach and 3.9 feet in the approach to the mouth of the river, thence 4.8 feet to the entrance of Superior Lagoon, thence 3.1 feet in the left half and shoaling to 0.1 foot in the right half of the channel to the Liberty Avenue bridge.


(CL 1145/04; BP 184092)

Page 262-Paragraph 537, line 3; read:

entrance channel that crosses a bar, and in March-April 2004, ...


(BPs 183512-13)

Page 333-Paragraph 243, line 7; read:

shore of the island. A shoal ...


(LL/04; CL 1267/04)

