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Coast Pilot 1 38th Ed 2008
Corrections

Page 370-Paragraph 195, lines 5-10; read:

In August 2006, the controlling depth in Western Channel was 3.3 feet (7.6 feet at midchannel) to the General Edwards Bridge, thence 7.3 feet (8 feet at midchannel) to the Fox Hill Bridge, thence 6.3 feet (7.3 feet at midchannel) for about 650 yards above Fox Hill Bridge, thence 1.8 feet to the end of the project.


(CL 473/08; BPs 192283-88)

Page 371-Paragraph 196, lines 3-6; read:

the channel with depths of 3.2 to 6 feet with lesser depths along the eastern limit and the second anchorage is about 600 yards above the Fox Hill Bridge on the north side of the channel with depths of 3.9 to 6 feet with lesser depths at the end of the project.


(CL 473/08; BPs 192288)


Page 388-Paragraph 206, lines 2-11; read:

northward, has a privately dredged channel for a distance of 1.6 miles upstream. Two highway bridges with bascule spans cross the river. The Revere Beach Parkway Bridge (State Route 16), 0.3 mile above the mouth has a clearance of about 22 feet at normal pool level and is maintained in a closed position. The Medford Street Bridge, 1.1 miles above the mouth, has a clearance of 6 feet. (See 117.1 through 117.59 and 117.601, chapter 2, for drawbridge regulations.) In July-August 2005, the controlling depth to the Revere Beach Parkway Bridge was 5.2 feet, thence 3.8 feet to the Medford Street Bridge.


(CL 583/08; CL 70/08; DDs 10185-87)


Page 407-Paragraph 134, lines 5-9; read:

marks the approach. In November 2007, the controlling depth was 5.0 feet on the centerline to Buoy 4, thence 6 feet on the centerline to the head of the project. Above Buoy 4, there is shoaling to bare on the west side of the channel between Buoy 4 and the area just above the yacht club. The channel between the jetties ...


(CL 485/08; BP 192299)

