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Corrections

Page 191-Paragraph 33, lines 2-4; read:

Tern Island and Chatham. In July 2007, the controlling depth of the channel was 3 feet, thence 4.5 to 8 feet in the basin with lesser depths along the east side. Conditions ...


(CL 495/08; BPs 192304-05)

Page 270-Paragraph 108, lines 7-10; read:

marks the approach to the harbor. In March 2008, the controlling depths in the channel were 8.2 feet to the yacht basin east of Star Island, thence 9 to 12 feet in the boat basin northwestward ...


(CL 514/08; BP 192325)

Page 282-Paragraph 291, lines 1-2; read:

     Morgan Point is located on the west side of the entrance to Mystic Harbor.


(NOS 13214; BP 113394)


Page 282-Paragraph 293, lines 7-10; read:

side of the river opposite Willow Point. In September 2006, the controlling depth was 7.3 feet to the head of the project except shoaling to 5.7 feet on the northwest edge; the anchorage basin had depths of 4 to 9 feet with lesser depths along the east edge.







(BPs 192240-45)

Page 292-Paragraph 75, lines 2-8; read:

channel to Norwich, the head of navigation. In July-August 2006, the controlling depth was 25 feet from the bridges at New London to the north end of the turning basin opposite Smith Cove, thence 7.1 feet (14.9 feet at midchannnel) to Stoddard Hill, thence 15 feet to the turning basin at Norwich with 12 feet in the turning basin except for shoaling to lesser depths near the upper limits of the basin.


(CL 189/08; BPs 192164-73)

