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Corrections

Page 195-Paragraph 92, lines 4-5; read:
subject to shoaling. In March 2007, the controlling depth in the entrance channel was 3.1 feet.

(BPs 192371-72; CL 564/08;)

Page 219-Paragraph 98, lines 4-5; read:

December 2007, the channel had a controlling depth of 4 feet. The buoys at this entrance are often dragged …

(CL 628/08; BP 192366)

Page 219-Paragraph 99, lines 4-9; read:

eastern part of the pond north of the channel. In December 2007, the entrance channel into the pond had a controlling depth of 2.1 feet (7.2 feet at midchannel), thence 9.2 feet in the pond channel to the turning basin, with 8.3 to 10 feet in the turning basin. The anchorage basin had depths of 8.5 to …

(CL 710/08; BPs 192482-83)

Page 338-Paragraph 268, line 4; read:

clearance of 123 feet.

(NOS 12366)

Page 363-Paragraph 133: Delete.

(DB 16872)

Page 388-Paragraph 256, lines 6-10; read:

above the mouth. In May 2008, the midchannel controlling depth was 10.4 feet to the turn in the channel at 40°26'02"N., 74°04'47"W., thence 1.9 feet (2.7 feet at midchannel) except shoaling to 0.5 foot within 40 feet of the head of the project. The entrance channel is marked by lighted and unlighted buoys. A passenger ferry …

(CL 720/08; BPs 192484-86; LL/07)

