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Coast Pilot 3 41st Ed 2008
Corrections

Page 68-Paragraph 683, line 4 through Paragraph 685, line 1; read:

signal at all other times upon four hours notice.

§117.730 Maurice River.
     The draw of the Cumberland County bridge, mile 12.1 at Mauricetown, need not be opened for the passage of vessels.

§117.731 Mullica River.
     The draws of bridges listed in this section shall ...


(33 CFR 117)

Page 157-Paragraph 2806 through Page 158-Paragraph 2817, read:

§226.203 Critical habitat for northern right whales.

     (a) Great South Channel. The area bounded by

     41°40'N., 69°45'W.;

     41°00'N., 69°05'W.;

     41°38'N., 68°13'W.; and

     42°10'N., 68°31'W.;

     (b) Cape Cod Bay, Massachusetts. The area bounded by 

     42°04.8'N., 70°10'W.;

     42°12'N., 70°15'W.;

     42°12'N., 70°30'W.;

     41°46.8'N., 70°30'W. and on the south and east by the interior shore line of Cape Cod, Massachusetts.

     (c) Southeastern United States. The coastal waters between 31°15'N and 30°15'N from the coast out 15 nautical miles; and the costal waters between 30°15'N and 28°00'N from the coast out 5 nautical miles.


(FR 4/8/08)

Page 181-Paragraph 24, lines 2-3; read:

marked by a light near its outer end. Shark River Coast Guard Station ...


(LL/07)

Page 196-Paragraph 89, lines 13-14; read:

117.59 and 117.731, chapter 2, for drawbridge regulations.)


(33 CFR 117)

Page 216-Paragraph 157, lines 4-5; read:

mouth and 1 mile from the town of Smyra. In 1986, the entrance bar had a reported centerline controlling depth of 4 feet; thence in 1971, the reported centerline controlling depth was 8 ...


(NOS 12311)

Page 217-Paragraph 178, lines 2-4; read:

Maurice River, there is a fixed highway bridge with a clearance of 25 feet. The overhead ...


(CL 853/69; CL 640/72; NOS 12304)

Page 219-Paragraph 206, line 10; read:

across the river have a minimum clearance of 45 feet.


(NOS 12311)

Page 222-Paragraph 237, line 7; read:

its and regulations, and page 389 for Wilmington climatological ...


(CP3/08)

Page 223-Paragraph 244, insert after:

(See page 389 for Wilmington climatological table.)


(DB 16934)

Page 236-Paragraph 439, insert after:

(See page 391 for Trenton climatological table.)


(DB 16934)

Page 251-Paragraph 52, line 4; read:

shoal is covered only 6 feet. A lighted buoy marks ...


(LL/07; NOS 12211)

Page 253-Paragraph 82, line 3; read:

depths of 4 to 18 feet. An unlighted buoy and a lighted ...


(NOS 12211)

Page 296-Paragraph 126, lines 5-6; read:

inside the creek. In October 2007, the controlling depth was 2.9 feet (5.3 feet at midchannel). There are several boatyards and marinas, ...


(CL 141/08; BPs 192075-76)

Page 336-Paragraph 46, lines 6-8; read:

has a seasonal fog signal. In November 2007, the controlling depth was 2.4 feet to the basin, thence depths of 4.0 to 6.4 were in the basin, except for lesser depths on ...


(CL 150/08; BPs 192090-92)

Page 365-Paragraph 111, lines 2-3; read:

Point, in January 2007, had a controlling depth of 30.8 feet and leads to the shipyard facilities; a ...


(DDs 10045-47)



