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Coast Pilot 3 41st Ed 2008
Corrections

Page 78-Paragraph 918, line 3; read:

(CG-543).

(FR 6/19/08)

Page 80-Paragraph 1004, line 2; read:

line, as defined in 33 CFR 2.20.

(FR 6/19/08)



Page 95-Portion of Table 161.12(c), read:

	Puget Sound7
Seattle Traffic 003669957
	156.700 MHZ (Ch. 14)


	The waters of Puget Sound, Hood Canal and adjacent waters south of a line connecting Nodule Point and Bush Point in Admiralty Inlet and south of a line drawn due east from the southernmost tip of Possession Point on Whidbey Island to the shoreline.

	Seattle Traffic 003669957
	156.250 MHZ (Ch. 5A)
	The waters of the Strait of Juan de Fuca east of 124(40'W excluding the waters in the central portion of the Strait of Juan de Fuca north and east of Race Rocks; the navigable waters of the Strait of Georgia east of 122(52'W; the San Juan Island Archipelago, Rosario Strait, Bellingham Bay; Admiralty Inlet north of a line connecting Nodule Point and Bush Point and all waters east of Whidbey Island North of a line drawn due east from the southernmost tip of Possession Point on Whidbey Island to the shoreline.


(FR 6/19/08)

Page 102-Paragraph 1361, lines 8-9; read:

approved material is available for inspection at the Navigation Systems Division (CG-5413), Coast Guard ...

(FR 6/19/08)

Page 118-Paragraph 1780, line 3; read:

2.36, within the geographic boundaries of the ...

(FR 6/19/08)

Page 181-Paragraph 25, lines 3-9; read:

jetties. In March 2008, the controlling depth was 5.7 feet (6.7 feet at midchannel) in the jetty channel to the Ocean Avenue Bridge, thence 6.9 feet (7.8 feet at midchannel) to the State Route 35 highway bridge, thence 7.1 feet to Belmar Municipal Boat Basin, with shoaling to 5.4 feet along the edges. An anchorage is just east of State Route 71 highway bridge; 3.8 to 12 feet was available in March 2008. The State of ...

(CL 561/08; BPs 192367-70)

Page 194-Paragraph 51, line 3; read:

barrier beach has a clearance of 30 feet. (See 117.733, ...

(CL 555/08)

Page 223-Paragraph 245, line 7; read:

regulations.) In May 2008, it was reported that the Christina River swing bridge at mile 5.4 was in ruins; caution is advised. The least clearance of overhead power cables is ...

(CL 582/08)

Page 317-Paragraph 213, line 2; read:

Potomac River 1.6 miles above Hains Point. A fixed bridge with a clearance of 11 feet crosses the entrance; tide gates obstruct ...

(CL 549/08)

