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Corrections

Page 5-Paragraph 52, lines 14-17; read:

lightships, buoys, fog signals, and electronic aids.


(NOS/04)

Page 193-Paragraph 101, read:

     In May-October 2003, the controlling depths were 23.6 feet in the approach and in the channel through the outer harbor to the mouth of the river, thence 20.4 feet in the river channel to the head of the Federal project at Seneca Street. The outer harbor W of the entrance channel had depths of 12 to 16 feet (except for lesser depths in an area near the S end of the W breakwater.) The outer harbor E of the entrance channel had depths of 17 to 21 feet (except for lesser depths along the SE edge.) The channel leading SW to the turning basin had a depth of 18.3 feet with lesser depths along the N edge, thence 15 to 19 feet in the basin.


(BP 182790; CL 292/04)

Page 198-Paragraph 151, read:

     In October 2003, the controlling depths in the dredged channel were 2 feet in the entrance and between the breakwaters to the boat launch ramp access channel, with 6.4 feet in the access channel, thence 5.8 feet to deep water in the bay.


(BP 182828; CL 312/04)

Page 202-Paragraph 193, lines 3-4; read:

marked by a light. In October 2003, the controlling depth was 9.3 feet in the ..


(BP 182154; CL 1771/03)


Page 202-Paragraph 199, lines 6-12; read:

Tuscarora Bay. In August 2003, the controlling depths were 6.7 feet in the entrance and between the piers to Buoy 4, thence 1.9 feet through Tuscarora Bay to the head of the project (except for lesser depths along the S edge of the channel between Daybeacons 7 and 9.)


(BP 182883; NOS 14806)

Page 232-Paragraph 197, lines 7-8; read:

marked by buoys. In April-September 2003, the controlling depths were 14.7 feet from deep ...


(BP 182153; BP 181260; BP 181259)

Page 254-Paragraph 413, lines 8-15; read:

inside the mouth of the river. In July-August 2003, the controlling depths were 6.9 feet in the left half and 5.2 feet in the right half of the entrance channel to the anchorage basin, thence 5 feet in the left half and 2.8 feet in the right half of the channel to the Norfolk-Southern Railway bridge, thence 3 feet to the turning basin, with 1.9 to 3.0 feet in the basin. The anchorage basin, just inside the mouth of the river, had depths of 3 to 6 feet with lesser depths along the SW edge.


(BP 181738; CL 1596/03)

