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Corrections

Page 193-Paragraphs 3512-3513, read:

     (d) Notice of enforcement or suspension of enforcement of security zones.
     (1) The security zones described in paragraphs (a)(3) (Kalihi Channel and Keehi Lagoon, Oahu), (a)(4)(i) (Honolulu International Airport, North Section), (a)(4)(ii) (Honolulu International Airport, South Section), (a)(6) (Barbers Point Harbor, Oahu), and (a)(7) (Kahe Point, Oahu) of this section, will be enforced only upon the occurrence of one of the following events–

(FR 10/11/07)

Page 327-Paragraph 183, line 7; read:

local knowledge is advised prior to entering the channel. A surfaced launching ramp is on the E side of the channel, S of the North Harbor basin.

(CL 1199/07)

Page 399-Paragraph 187, insert after:

      The Coast Guard has established Humboldt Bay Entrance Small Boat Warning Sign below Light 11 at the S end of North Spit. The north-facing sign is equipped with two quick flashing yellow lights that will be activated when seas exceed 4 feet in height and are considered hazardous for small boats. Boaters are cautioned, however, that if the lights are not flashing, it is no guarantee that sea conditions are favorable.
(36/07 CG11; NOS 18622)

Page 485-Paragraph 7, lines 8-12; read:

areas, one WNW of Cape Flattery and the other N of Port Angeles. Each set of lanes consists of inbound and outbound traffic lanes with separation zones. Each precautionary area is marked by lighted yellow buoys. The lighted buoy marking the precautionary area WNW of ..
(DD 9878; NOS 18460)

Page 486-Paragraph 9, line 9; read:

Georgia. All Traffic Separation Schemes within the Strait of Juan de Fuca and Strait of Georgia have been adopted by the IMO. (See …

(DD 9878)

Page 486-Paragraph 10, lines 7-11; read:
a line between Nodule Point on Marrowstone Island and Bush Point on Whidbey Island, vessels should use VHF-FM channel 14 to contact SEATTLE TRAFFIC. VHF-FM channel 13 should be used to make passing arrangements in U.S. waters and is Seattle Traffic’s secondary frequency, however because …
(DD 9878; NOS 18471)

Page 486-Paragraph 17, lines 6-7; read:
from Commander, U.S. Coast Guard Sector Seattle, 1519 Alaskan Way South, …
(DD 9878)
Page 487-Paragraph 18, lines 13-15; read:

available from Commander, U.S. Coast Guard Sector Seattle, 1519 Alaskan Way South, Seattle, WA 98134-1192 or http://psvts.us.
(DD 9878)

Page 511-Paragraph 358, line 10; read:

by buoys; the N jetty, submerged and marked by a …

(37/07 CG13; NOS 18427)

Page 523-Paragraph 7, lines 1-4; read:

     Vessel Traffic Service Puget Sound, operated by the U.S. Coast Guard, has been established in the waters of the Strait of Juan de Fuca, Rosario Strait, Admiralty Inlet, Puget Sound, and the …

(DD 9878)

Page 556-Paragraph 420, lines 7-8; read:
Browns Point. Once inside the bay, numerous stacks, tanks, and towers are visible.

(41/07 CG13)

Page 575-Paragraph 109, lines 1-2; read:

      Kukuihaele Point Light (20°07'41"N., 155°33'22"W.), 154 feet above the water, is shown from a 27-foot white concrete …
(32/07 CG14)

Page 589-Paragraph 297, lines 6-8; read:

distance of a separate island. Kauiki Head Light (20°45'25"N., 155°58'46"W.), 85 feet above the water, is shown from a 9-foot white pyramidal concrete tower …
(37/07 CG14)

Page 599-Paragraph 448, lines 1-2; read:

      Kaumalapau Light (20°46'59"N., 156°59'30"W.), 68 feet above the water, is shown from a post with a white and black dayboard on the S side …

(34/07 CG14)
