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Corrections

 SEQ CHAPTER \h \r 1Page 43-Table, Insert after Part 26-Vessel Bridge-to-Bridge Radiotelephone Regulations: 

Part 70 Interference with or Damage to Aids to Navigation

(33 FR 70)

Page 75-Paragraph 507, line 3; read:

terms as he may deem.
Part 70-Interference With or Damage to Aids to Navigation
§70.05-10 Revocation of license.
      Every master, pilot, and engineer, or person or persons acting in such capacity, respectively, on board any boat or vessel who shall willfully injure or destroy an aid to navigation established and maintained by the United States shall be deemed guilty of violating the provisions of §70.05-1 and shall upon conviction be punished as provided in §70.05-5 and shall also have his license revoked or suspended for a term to be fixed by the judge before whom tried and convicted.

§70.05-20 Report Required.
     Whenever any vessel collides with an aid to navigation established and maintained by the United States or any private aid to navigation established or maintained in accordance with Part 64, 66, 67 or 68 of this subchapter, or is connected with any such collision, it shall be the duty of person in charge of such vessel to report the accident to the nearest Officer in Charge, Marine Inspection, in accordance with 46 CFR 4.

(33 CFR 70)
Page 366-Paragraph 413, lines 1-7; read:

     Three bridges cross the E end of Carquinez Strait at the E end from Army Point to Suisun Point. The 
Benicia-Martinez Highway Bridge has a fixed span with a clearance of 135 feet over Suisun Point 

Reach. A fog signal and RACON are over the main channel span between piers 10 and 11 and a fog signal is between piers 6 and 7. The Union Pacific Railroad Bridge, just E of the fixed bridge, has a lift span with clearances of 70 feet down and 135 feet up over the main channel. The I-680 Highway Bridge, 0.1 mile E of the railroad bridge, has a fixed span with a clearance of 153 feet over Bulls Head Channel. (See 117.1 through 117.49, chapter …

(CL 270/08)

Page 366-Paragraph 413, lines 23-26; read:

following email address: humphrey@d11.uscg.mil.
     Bulls Head Point, just E of the S end of …

(CL 270/08)

Page 565-Paragraph 529, lines 4-5; read:

Bay. The channel is marked by lighted and unlighted buoys, lights, and lighted ranges.

(LL/07)

Page 565-Paragraph 532, line 8; read:

dredged entrance channel to Olympia; the wreck is marked by an orange buoy.

(H 11370)

Page 654-Paragraph 145, lines 10-12; read:

18 feet and the turning basin had depths of 11 to 14 feet (except for shoaling to 6 feet in the E corner of the basin.) A floating pier and launching ramp are near the SW end of the harbor.

(FE 00534)

Page 654-Paragraph 147, line 3; read:
100 feet in length, 11 feet alongside. Forklifts to 3 tons …

(FE 00534)






